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INLET DETAIL

KNOTE:

STATE

I Dimenslons not labeled are In millimeters,

2. CONCRETE: Chamfer exposed edges 20 mm
unless otherwlse shown. Glve all concrete
surfaces a Class | finlsh.

3. The minimum concrete cover to the face
of any bar is 50 mm unless otherwise shown.

4. See Detail M604-2 for Type A Frame and

Grate and Detall M604-3 for Type B Frame

and Grate.

CONCRETE CATCH BASINS

PIPE DIMENSIONS
FRAME AND GRATE]

SIZE | DEPTH [Type A | T7PE B

DIAMETER H T T
300 900 780 780
450 900 780 780
600 1200 1010 1020
750 1200 | I240 1260
900 1350 | 470 1500
1050 1500 | 1700 1680
1200 1650 | /930 1920

CONCRETE CATCH BASINS
TABLE OF ESTIHATED QUANTITIES
PIPE MASS (kllograms)
size | PONCRETE | REIRFORCING] FRAME_AND GRATE
DIAMETER| ™ STEEL [ TYPE A |TYPE B
300 0.6 24 % 108
450 0.6 24 98 108
600 0.8 37 123 He
750 0.9 2 48 77
900 .2 % 74 2l
1050 14 59 159 263
1200 1.7 68 225 297
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